PRECISION LIMIT
SWITCH UNIT

STANDARD
TYPE

FEATURES:

SEALED PLUNGER
TYPE

LEAF ROLLER
TYPE

® N.O. and N.C. single pole double throw
®2 N.O. and 2 N.C. double pole double throw

@ Snap action silver cadmium oxide contacts with
high contact pressure, and low resistance.

@ Precision operation for repeat accuracy,
reliability and long life performance.

@ Contact mechanism completely enclosed
in a molded case.

® Rugged duty nylon operating button for
optimum strength and high speed reliability.
@ Terminal screws or plug in socket
readily accessible for ease of wiring.

® Underwriters Laboratories, Inc. Recognized.

® Temperature Limits
—50°F. - +1859F.

PLUG IN
FYPE




PRECISION LIMIT
SWITCH UNIT

DESCRIPTION

The Gemco Precision Snap Switches are designed for
industrial duty applications where compact size, complete
reliability and millions of trouble free operations are
required.

CONSTRUCTION

The housing is a molded material which has excellent
resistance to arcing and carbon tracking. The operating
button is of molded nylon, a material with excellent
wear characteristics.

The button is well guided at the top and bottom to

MOUNTING SNAP SWITCH

The mounting of the precision snap switch is accom-
plished with two No. 6 screws in the brass eyelets,
which also serve to rivet and seal the case. The No. 6-32
binder head terminal screws in the rear of the unit are
easily accessible.

PLUG-IN SOCKET

The new plug in socket allows for substitution of switches
without disturbing original wiring. They are provided with
saddie clamp wiring and have a convenient marking strip.

SADDLE CLAMP TERMINALS

insure accurate repeatability and minimum wear. The
large button diameter and bearing surface allows it to be
actuated by either a rotating or reciprocating cam.

CATALOG
NUMBERING SYSTEM

1950 —1- B-A-AO

Facilitates assembly of single or multi-stranded conductor
where connector fittings are not bei used. Assures
isolation for individual connections. Available on S.P.D.T. only.

LIST PRICE

TYPE OF OPERATOR | ADDITION

AO |PLUNGER
CATALOG ___|cam opPeRATED
SECTION AR |PLUNGER WITH

BOOT.CAM OPEHATOR
BO JLEVER & 1/2" DIA
\ RGLLER ASS'Y

BR |LEVER & 1/2" DIA ROLLER
ASSY WITH BOOT
DO |PLUNGER PUSH OPERATOR
|[CYCL-SET & 2004 K RLS}

DR |PLUNGER WITH BOOT

ADDITION

PUSH OPERATED e
MOUNTING |LIST PRICE
e} ARRANGEMENT] ADDITION
W FRONT — MTG, INO
B ADDITION
B | SIDE — MTG.* T

*Not available on plug in

LIST PRICE M
CONTACT | 1 s7 J_{TERMINALSE ADRHEION ]
ARRANGE- B BINDER NO
PRICE
MENT ADDITION
| S.PD.T. P | PLUG ISP, % A PLUG-IN SOCKET ASSEMBLY LIST
s 1—no | T = o o NOT INCLUDING LIMIT SWITCH | PRICE
1—NC. 915/917 [s.p| e o S.P.0.T. — Part No. 5D-1345-D
“DPDT C | cYcL- i D.P.D.T. — Part No. SD-1320-D
__DPDT. SET |DP| ol Roller follower adaptor for AO & AR
4. 2—NO. | wmmg D [SADDLE[SP| commR numbered Snap SW.SD-1571-8 [
! | 2=NGC. CLAMP [D.P] Not Avall.
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