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Enclosures
Type 1, 3R/12
Type 7/9

Description
Type 1

• General purpose indoor enclosure intended 
for use in normal environments to provide 
a degree of protection against contact with 
enclosed equipment.

• Sheet steel, surface mount.
• Breaker is front-operable and can be 

padlocked via front hasp.
• Available through 2500A, 600VAC
• UL Listed for use as service entrance 

equipment (SUSE), per UL fi le E116374.

Type 3R/12
• Type 3R is intended for outdoor use 

providing protection against rain, sleet or 
snow.

• Type 12 is for use in indoor atmospheres 
to provide a degree of protection against 
circulating dust, lint, sawdust, falling dirt 
and dripping non-corrosive liquids.

• Surface-mounted, sheet steel enclosure.
• Breaker can be operated via separately

ordered handle mechanism; door is 
interlocked with mechanism.

• Available through 2500A, 600VAC.
• UL Listed for use as service entrance 

equipment (SUSE), per UL fi le E116374.

Type 7/9
• Cast from copper-free aluminum (max. 

0.025 copper content)
• Stainless steel shotblasted or sandblasted 

natural fi nish
• Standard conduit openings in top and 

bottom
• Breaker is operated from front handle and 

can be padlocked
• NEC Class I Groups D, Div. 1 & 2
  NEC Class II Groups E, F & G, Div 1 & 2
  NEC Class III 
• External machined fl ange joint design
• Integral cast mounting feet
• Machined fl ange for ease of hinge 

installation
• Ground lug
• Cast mounting pan bosses
• All enclosures suitable for drilling & tapping
• UL panel listed per UL File # E183868
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