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Note: Assembly shown is standard.

Shaft extension can be placed
at either end or both ends.
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WEIGHT
s A 8 c b E L APPROX.
GROSS”
2or4 9.28 4.42 6.50 5.00 312 075 12 Ibs.
8 11.72 5.86 6.50 £.00 312 1.25 14 Ips.
8 1416 9.30 6.50 5.00 3.12 1.25 16 Ios.
10 or 12 19.04 14.18 6.50 5.00 312 1.25 21 s,
14 0r 16 25.45 20.50 7.00 5.50 3.40 2.00 35 Ips.
18 or 20 30.33 25.48 7.00 5.50 3.40 2.00 45 1bs.
22 or 24 35.21 30.36 7.00 550 3.40 2.00 55 Ibs.
26 or 28 4162 36.76 7.00 550 3.40 2.00
30 or 32 46.50 41,64 7.00 550 3.40 2.00
34 0r 36 51.38 46.52 7.00 5.50 3.40 2.00
38 or 40 56.26 51.40 7.00 550 3.40 2.00
*NOTE: Add 4 Ibs. with Right Angle Gear Reducer
STRAIGHT DRIVE Add 6 Tbs. with Straight Drive Gear Reducer
RATIO X Y RATIO X ¥
1.2511 2.71 2.07 32:1 3.82 2.26
2:1 2.63 207 3511 3.82 2.32 RIGHT ANGLE DRIVE
2.2 3.13 2497 40:1 3.82 1.88 RATIO ¥ RATIO Y RATIO \ RATIO Y
21 i:?g ;g; ‘5‘?}21 zgg ig; 11 100 | 47571 906 15:1 1.250 36:1 1,437
P 438 507 prw 385 o ad 1.2:1 1.375 5:1 9.37 1611 15312 40:1 1.562
= 480 o7 o 382 R 1.25:1 1.125 6:1 1.062 171 1.368 48:1 1.812
= ED S A E¥D S 1,331 1.750 7:1 1.187 18:1 1.437 50:1 1.875
pw e e o by e 1.5: 1.250 7.5:1 1.250 2011 037 BG:A 1.156
e pyees 07 prose Y 07 1.6:1 1.625 gt 1.312 24:1 1.062 64:1 1.218
P v fpes oo 355 Y 21 1.500 10:1 937 25:1 1.875 7211 1.344
51 252 o7 5001 T s 251 1.750 12:1 1.062 2811 1.187 80:1 1.460
by 382 515 T P Y 31 2.00 12.5:1 1.875 30:1 1.250 g6:1 1,719
4:1 1.875 14:1 1.187 32:1 1.312 100:1 1781
15:1 3.82 2.19 1:3 2.80 2.07
16:1 3.82 2.26 1:4 4.13 2.07
20:1 3.82 1.88 15 4.38 207
24:1 3.82 2.01 1:6 4.30 2.07
25:1 3.82 2.07 17 3.34 213
28:1 3.82 2.13 1:8 3.57 2.07
30:1 3.82 2.19




Optical Coupler
Rotating Cam Limit Switch

ENCLOSURE DIMENSIONS
NEMA 4 AND B Woodeal 3.00 fl
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ey To Opposite Shaft Extension T Min
NOTE: Assembly Shown is Standard, Remove L i :
; : Access i Cover
Shaft Extension Can be Placed r Y : ' Clearance
at Either or Both Ends. ! e - E
=5 ) 2 22 ! 1
T 1T 1T D RN | B 500
el m o § A \ @*} |
s e
- ot : ! :
. _ ; . \_l L \Q b l
3 | TR T __T_ e :
FECent. Typ.-— ; !
B ] . 4.00
|
38—-1 - 175
| A
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Gemeo Adj. Coupiing
WEIGHT
Ng?&%ﬁ;‘rg!: A B c 2] E F G H L APPROX.
GROSS*
2014 269 5.45 10.12 9.38 3.6 2.08 1.58 13.64 75 18 Ibs.
<] i2.24 7.89 10.12 9.38 3.6 2.06 1.69 13.64 1.25 24 [bs.
8 14.68 10.33 10.42 9.38 3.68 2.06 1.69 13.64 1.25 268 Ibs,
1Cori2 18.56 18.21 10.12 9.38 3.68 2.06 1.69 15.64 1.25 32 Ibs.
14 or 16 26.02 21.62 1212 11.38 4.69 2.81 1.74 15.64 2.00 50 Ibs.
180r20 30,90 26,50 12,12 11,38 4.68 2.81 1.74 15.64 2.00 &5 Ibs.
22 or 24 35.78 31.38 1212 i1.38 4.62 2.81 1.74 15.64 2.00 75 Ibs.
28 0r 28 42.18 37.80 12.12 11.38 4.69 2.81 1.74 15.64 2.00
30 or 32 47.07 42.66 1212 11.38 4.6 281 1.74 15.64 2.00
34 or 36 51.85 47.54 12.12 11.38 4.69 2.81 1.74 15.64 2.00
38 or 40 56.83 52.42 1212 17.38 4.62 2.81 1.74 15.64 2.00
*NOTE: Add 4 Ibs, with Right Angle Gear Reducer
Add 6 lbs, with Straight Drive Gear Reducer
STRAIGHT DRIVE ¢
RATIO X Y RATIO X Y
1.25:1 271 2.07 32:1 382 2.26
21 2.63 2.07 35:1 382 2.3p RIGHT ANGLE DRIVE
221 213 207 40:1 382 1.88 RATIO Y RATIO Y RATIO ¥ RATIO Y
il i?g zgz :(8}: ggi ig; 1:1 1.G0 4.75:1 808 15:1 1.250 364 1.437
511 4.38 2’07 80:1 3.82 2'44 1.2 1.375 i1 9.37 16:1 1.312 40:1 1.562
5:1 4"30 2'0? 96:1 3‘82 2'32 1.2511 1.125 6:1 1,062 171 1.368 48:1 1.812
7:_{ 4'55 2'07 109"1 3'82 2'07 1.33:1 1.750 7:1 1.187 18:1 1.437 5001 1.875
8:? 4'51 2'07 209:1 3l82 2’07 1.5:1 1.250 7.5:1 1.250 20:1 837 £0:1 1.156
P 5} 3'99 2.07' 40():1 3.82 2'07 1.6:1 1.625 8:1 1.312 24:1 1.062 64:1 1.218
1'0_'1 3‘82 1 .88 509:1 3.82 F '31 2:1 1.500 11 937 25:1 1.875 72:1 1.344
12:1 3.82 2'01 60(3:1 3’82 1.76 251 1.750 12:1 1.062 28:1 1.187 a1 1.469
14:1 3.82 2'13 1_2' 2.63 2'0? 3:1 2.00 12.5:1 1.875 30:1 1.250 96:1 1.719
- . . - - - 4:1 1.875 141 1.187 32:1 1.312 100:1 1.781
15:1 3.82 2.18 1:3 2.80 2.07
16:1 3.82 2.28 14 4,13 2.07
201 3.82 1.88 1.5 4.38 2.07
24:1 3.82 2.01 1.8 4.30 2.07
251 3.82 207 17 3.34 213
28:1 3.82 213 1.8 3.57 207
30:1 3.82 219




Optical Coupler
HRotating Cam Limit Swiich

- [ﬁ RO Typ
ENCLOSURE DIMENSIONS F—* —_

NOTE: Assembly Shown is Standard, Shaft Extension ! i L 10.38 Min. Vertical

Can be Placed at Either End or Have a i \ !

NEMA 1 2 Double Shaft Extension Conduit Size \ \?;e!?;f;lgfe%efvu;rred
#606 Woodruff Key Fitting on enq opposn‘e,
Shaft Extension \\
e o e 1

!
~— i . ent. Typ. |
_’_I G ‘ .38 Dia. (4] Mig. Holes B 75 C yp 1 504
| A
Grooves to Accept Gemco Adj. Coupling
WEIGHT
Nlé?:;BCELg“SOF A B c D E F G L APPROX.
GROSS5*
2ord 9.69 5.45 16.12 9.38 3.69 2.08 1.58 i 18 ibs.
6 12.24 7.89 10.12 5.38 3.6% 2.06 1.69 1.25 24 [bs.
8 14.58 10.33 1612 9.38 3.69 2.08 1.69 1.25 26 Ibs.
10ori2 19.566 15.21 1612 9.38 3.69 2.08 1.69 1.25 32 lbs.
14 or 16 26.02 21.62 1212 11.38 4.69 2.81 1.74 2.00 50 1bs.
18 or 20 30.80 26.50 12.12 11.38 4,69 2.81 1.74 2.00 85 lbs,
22 or 24 35.78 31.38 12,12 11.38 4.69 2.81 1.74 2.00 75 lbs.
26 or 28 42.19 37.80 i2.12 11.38 4.69 2.81 1.74 2.00
30 or 32 47.07 42.66 12.12 11.38 4.69 2.81 1.74 2.00
34 or 36 51.95 47.54 1212 11.38 4.69 2.81 1.74 2.00
38 0r40 56.83 52.42 1212 11.38 4.69 2.81 1.74 2.00
*NOTE: Add 4 ibs. with Right Angle Gear Reducer
STRAIGHT DRIVE Add 6 Ibs. with Straight Drive Gear Reducer
RATIO X Y RATIO X Y
1.25:1 2.71 2.07 321 3.82 2.26
2% 2.63 2.07 35:1 382 2.32 RIGHT ANGLE DRIVE
2.2:1 313 2.07 40:1 3.82 1.88 RATIO Y RATIO Y RATIO ¥ RATIO ¥
21 i?g gg; gg; 222 gﬁ; 1 1.00 4751 .806 1501 1.250 36:1 1.437
54 458 207 501 ago 244 1.2 1.375 51 9.37 16:1 1.312 40:1 1.562
P %30 507 Py 385 5h5 1.25:1 1.125 61 1.062 171 1.368 481 1.812
e 458 o7 1001 Py Py 1.331 1.750 71 1.187 181 1.437 50:1 1.875
a1 251 507 200-1 382 507 1.5:1 1,250 7.5 1.250 20:1 937 B0:1 1.156
351 309 507 2001 287 207 1.6:1 1.625 8:1 1312 241 1.062 64:1 1.218
2.1 1.500 10:1 937 2571 1875 72:1 1.344
101 3.82 1.88 500:1 3.82 1.91
12 385 201 e 385 178 2.5:1 1.750 12:1 1.062 28:1 1.187 BO:1 1,469
Py S82 513 1o 565 507 31 2.00 12.5:1 1.875 301 1.250 96:1 1.719
151 589 519 13 >80 207 4:1 1.875 141 1.187 32:1 1.312 10001 1.781
16:1 3.82 2.26 1:4 4.13 2.07
20:1 3.82 1.88 1.5 4.38 2.07
2411 3.82 2.01 1:8 4.30 2.07
25:1 3.82 2.07 17 3.34 2.13
28:1 3.82 213 18 3.57 2.07
30:1 3.82 2.19
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tical Coupler

Rota ing Cam Limit Switch

GEMCO MICRO-ADJUST
CAMS PROVIDE UNLIMITED
CIRCUIT VERSATILITY

0° 180°

is1

Ls2

153

LS54
155
LSé

Each switch setting can he adjusted 1o your circuit require-
ments. An unlimited selection of circuit arrangements is
available with the Gemco Rotating Cam Limit Switch, with no
special mounting of cams, dogs, etc., for contact settings.

NO SPECIAL CAMS ARE REQUIRED

Cam

Eccentric

-~ Pinion Band

The accurate cam adjustments are made possible by the use
of a separate reduction drive in each half of a circuit cam block
assembly. This drive provides & 36 to 1 ratio, which means
that one revolution of the adjustment wheel will advance or
retard the cam setting by 10 degrees.

For most applicaticns, therefore, no special cams are neces-
sary and settings may be changed at any anguiar position of
the cam shaft.

STAINLESS STEEL PULSE GENERATING DISCS

Pulse generating discs

can be substituted for the
Micro-Adjust Cam Assembly
at no additional charge.

2° INCREMENTS
§-521-8

4° INGREMENTS
$-522-8

8° INCREMENTS
$-523-B

112° INCREMENT
$-530-B

Consuli factory for maximum speed and other disc configurations




AUTOMATION & PROCESS TECHNOLOGIES

1080 NORTH CROOKS ROAD » CLAWSON, Mi 48017 USA
800-635-0289 = 248-435-0700 « Fax 248-435-8120
www.ametekapt.com = www.ametek.com




