


ORDERING INFORMATION

OPTIMIZER™ MAGNET CONTROL
For All Magnet Sizes

Visit our websites at:
www.ohiomagnetics.com
www.hbdindustries.com

OM-19562  Printed in U.S.A.

5400 Dunham Road • Maple Heights, OH 44137-3687 • 800/486-6446
Phone: 216/662-8484 • Fax: 216/662-2911 • E-mail: sales@ohiomagnetics.com

OHIO MAGNETICS, INC.

SPECIFICATIONS:
• Voltage • Current Range 

– 230 VDC Nominal – M100: Up to 100 Amps Maximum
– 300 VDC Maximum – M200: Up to 200 Amps Maximum
– 120 VDC Minimum – M350: Up to 350 Amps Maximum 

• Logic Type – Microprocessor
• Ambient Temperature Range – +60°C Maximum to -10°C Minimum
• Diagnostics & Parameter Adjustment – Data Terminal, Part No. A62499
• User Adjustable Parameters

– Lift Current – Lift Time (time before reducing 
– Holding Current Lift Current to Holding Current)
– Dribble Level – Magnet Discharge Voltage
– Cleaning Current – Dribble Time

– Cleaning Time

M200

M100

M350

M350-CONTROL VOLTAGE. SPECIFY OPERATOR CONTROL VOLTAGE: 12VDC, 24VDC, 240VDC, 120VAC.
350 amp magnet controls complete in a NEMA12 enclosure.  No external disconnect provided.

M200-CONTROL VOLTAGE. SPECIFY OPERATOR CONTROL VOLTAGE: 12VDC, 24VDC, 240VDC, 120VAC.
200 amp magnet controls complete in a NEMA12 enclosure.  No external disconnect provided.

M100-CONTROL VOLTAGE. SPECIFY OPERATOR CONTROL VOLTAGE: 12VDC, 24VDC, 240VDC, 120VAC.
100 amp magnet controls complete in a NEMA12 enclosure.  No external disconnect provided.

(Part Number Example:  M350-24VDC)

Auxiliary Component – A62499 - Data Terminal, Cable & Case.

Specifications subject to change without notice.
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